
 

INCLUDED ITEMS: 
(1) left and (1) right Signal® Mirror (Flat Glass) and housing, (1) left and 
(1) right wire harness, (2) 1.5” long 5/16” - 24 Allen head bolts, (1) 8” 
shrink tube, (1) ring connector, (6) nylon cable ties, (1) instruction manual 
REQUIRED TOOLS: 
Ratchet with extension or ratcheting screwdriver, Needle nose pliers,  
1/2” socket, 3/32” hex wrench, 1/4” hex wrench, Masking tape, 
 Multimeter, Sturdy gloves, Safety glasses or Goggles 
 
Note: Prior to servicing turn signal modules (TSMs) and turn signal security 
modules (TSSMs) on the following Harley Davidson motorcycles, see Service 
Bulletin M-1115 available at Harley Davidson dealerships. 
*All 2001-2002 Harley Davidson models except Sportster. 
*2000 models that have been equipped with accessory Harley Davidson security systems listed below. 
 
Domestic: 68200-00 & 68207-00 HDI: 69719-01 & 69720-01 
 

ADDITIONAL TOOLS REQUIRED  FOR INDIAN MOTORCYCLE 
INSTALLATION:  
3/16” hex wrench, 5/16” hex wrench, 5/32” hex wrench, 1/2” box wrench, and 
10MM wrench 

 
PROBLEMS OR QUESTIONS? 

 
Technical Assistance is available by calling 

 Muth Mirror Systems at: 
 

1-800-844-6616 
 

Monday through Friday 
Between 8:00 a.m. and 5:00 p.m. CST 

 
Or through the Muth web site: 

www.muthco.com 
 

Or via E-mail:  techsupport@muthco.com 
 
 

ADDITIONAL PARTS NEEDED: 
For proper installation of Signal® Mirrors on a 1996-2003 model year Harley-Davidson motorcycle, you will need to purchase an adapter for the right 
hand mirror.  The description is a “Right-Side Mirror Adaptor for Late Model Handlebar Controls”.  The Chrome Specialties/Custom Chrome part 
number is 27443 (chrome). It is also necessary to purchase a 2” long 5/16” – 24 Allen head bolt. A kit containing a chrome adapter AND a 2” long 5/16” 
– 24 Allen head bolt is available from Muth Mirror Systems, kit number 300-0021-0. 
 
If you have OEM forward facing signals mounted to the OEM mirror stems on a 1982-1995 Harley-Davidson motorcycle AND you want to 
continue to use them after the Signal® Mirror installation, you will need to purchase a 2” long 5/16” – 24 piece of threaded rod. 

Note: Professional Installation Recommended 
Warranty does not cover damage to the vehicle or mirror housing due to improper installation. The following 

installation instructions are to be considered as a guide only. Signal wire color and location may have changed since 
publication of these instructions. The installer is responsible for any damage that may occur during installation. 



 

Mirror Housing Removal and Replacement 

 

  1 

 

  2 

 

  3 

Remove the 5/16” bolt from the mounting stem on 
the Signal® Mirror.  While seated on the 
motorcycle, position the Signal® Mirror on the 
handle bar.  Secure the Signal® Mirror to the handle 
bar using the 5/16” bolt.  Make sure the bolt is tight! 

Guide the Signal® Mirror wire harness into the 
cowling by going along side the existing factory 
wire harness. 

 

  4 

Remove any slack in the wire harness. 

 

Secure the wire harness to the handle bar using a 
supplied tie wrap. 

  5 

 

  6 

Adjust the position of the Signal® Mirror and 
tighten the ball retention screws. 

Start on either the left or right side mirror.  These 
instructions start with the right side mirror.  Remove 
the factory mirror.  NOTE:  For motorcycles with 
OEM forward facing signals, please use the 
instructions on the last page in lieu of step 2. 
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Remove the motorcycle seat.  Remove the aft 
mounting bolts on the fuel tank. 

  1 

 

Guide the Signal® Mirror wire harness along the 
inside of the fuel tank’s front mounting bolt and 
between the crossover tube. 

  2 

 

  3 

Lift up the aft portion of the fuel tank and guide the 
Signal® Mirror wire harness down the backbone of 
the motorcycle frame, alongside the existing factory 
wire harness. 

 

The motorcycle’s electrical wiring for turn signals is located aft of the gas tank on the backbone of the frame.  Guide the new wire harness from the Signal® Mirror to 
the electrical wiring.  Cut off any excess slack in the wire.  Locate the SOLID BROWN wire from the wire connector.  Turn the ignition key so that electrical power is 
on and activate the right side turn signal.  Probe the wire with the wire tester to verify that flashing turn signal power is present.  Label that wire as ‘right side turn’.  
Repeat all of the previous steps to replace the left side factory mirror with the new Signal® Mirror.  Locate the SOLID VIOLET wire from the wire connector.  Activate 
the left side turn signal and probe the wire with the wire tester to verify that flashing turn signal power is present.  Label that wire as ‘left side turn’. 
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Soldering wires 

For superior connection, soldering is recommended for splicing wires together.  Please use the included heat shrink to 
cover soldered area on wires. 
 
1. Make sure the harnesses are routed securely to the wire connectors and enough slack is left for splicing or soldering.  Cut the heat shrink into (4) 

equal pieces (approx. 2” each). 
2. Slide the heat shrink over the passenger side Signal® Mirror wire.  Solder the BROWN wire from the right side harness into the solid brown 

wire previously labeled ‘right side turn’.  Slide the heat shrink over to cover the soldered area.  Heat the shrink tube into place with a heat shrink 
gun or hair dryer. 

3. Repeat sliding the heat shrink over the driver side Signal® Mirror wire.  Solder the BROWN wire from the left side harness into the solid violet 
wire previously labeled ‘left side turn’.  Slide the heat shrink over to cover the soldered area.  Heat the shrink tube into place using a heat shrink 
gun or a hair dryer. 

4. Strip and twist together the ends of the black wires from both harnesses.  Crimp them together in the supplied ring connector and ground to a 
suitable nearby location on the metal framework of the motorcycle. 

5. Activate each turn signal to verify that the Signal® Mirrors are working.  
6. Replace the fuel tank bolts, seat, and any accessories. 

Step 2 
FOR HARLEY-DAVIDSON MOTORCYCLES WITH OEM FORWARD FACING SIGNALS ONLY: 
 
For 1996-2001 Harley-Davidson motorcycles: 
Left hand mirror – Mount the turn signal swivel to the underside of the switch housing using the supplied 1.5” bolt. 
Right hand mirror – Mount the turn signal swivel using the bolt from the adapter.  Use the 2” bolt to mount the Signal® Mirror to the adapter. 
 
For 1982-1995 Harley-Davidson motorcycles: 
Left hand mirror - Mount the turn signal swivel to the underside of the switch housing using the supplied 1.5” bolt. 
Right hand mirror – Screw a 2” long 5/16” – 24 piece of threaded rod into the Signal Mirror so ¼” is sticking through the bottom of the switch 
housing.  Mount the OEM turn signal swivel to the threaded rod. 
 
Return to page 2 “Mirror Housing Removal and Replacement” step 3 to finish the installation. 



 

 
Wiring Instructions: 
 
1.   Remove seat. 
2.   Disconnect battery. 
3.   Remove handlebar cover on top-center of handlebar. 
4.   Remove left-side clutch-bracket assembly.  This exposes an access hole on the underside of the handlebar. 
5.   Pass the end of the Signal® Mirror wires through one of the small holes located on the underside of the clutch-bracket assembly housing. 
6.   Take piano wire/fish tape and insert at the access hole located on the underside of the handlebar to the center of the handlebar (center handlebar cover  
 removed). 
7.   Fasten the end of the Signal® Mirror wires to the piano wire/fish tape and pull through the handlebars to the center opening. 
8.   Pull excess wire through the handlebars leaving approximately 2” of extra wire at the mirror side. 
9.   Re-assemble clutch-bracket assembly allowing the Signal® Mirror wire to wrap around the outside edge of the cover assembly into the underside access hole.  
 Secure Signal® Mirror with enclosed 1.5” long 5/16” - 24 Allen head bolt. 
10.  Loosen throttle assembly side and slide back to expose access hole.  DO NOT REMOVE THROTTLE ASSEMBLY.  Proceed to pass the Signal® Mirror  

 wire through the handlebar at the opposite side and re-assemble the throttle assembly. 
11.  Run both sets of wires under the fuel tank along the topside of the frame to the battery compartment. 
12.  Connect both black wires to the enclosed ring connector for connection to the battery ground terminal. 
13.  Locate the male/female electrical connector that is located behind the battery. This wiring assembly is for your tail lamp assembly for braking and turning  
  (see photo). 
 
 
 
 
 
 
 
 
 
 
 
14.  Make sure the harnesses are routed securely to the wire connectors and enough slack is left for splicing or soldering.  Cut the heat shrink into (4) equal pieces 
  (approx. 2” each). 
15.  Slide the heat shrink over the passenger side Signal® Mirror wire.  Solder the Right Signal® Mirror wire to the Brown wire.  .  Slide the heat shrink over to  
       cover the soldered area.  Heat the shrink tube into place with a heat shrink gun or hair dryer. 
16.  Repeat sliding the heat shrink over the driver side Signal® Mirror wire.  Solder the Left Signal® Mirror wire to the Purple wire.  Slid the shrink tube over to  
       cover the soldered area.  Slide the heat shrink over to cover the soldered area.  Heat the shrink tube into place using a heat shrink gun or a hair dryer. 
17.  Connect ground and positive battery connections. 
18.  Re-install seat. 
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1999-2002 Indian Motorcycle installation instructions 
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